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DESCRIZIONE DESCRIPTION 
FX5 Fissaggio & Induritore B&W per uso amatoriale – Confezionamento: 1 bottiglia da 800 ml di parte A ed 1 bottiglia da 200 
mL di parte B da miscelare insieme per ottenere 1 L di soluzione pronto uso. 
FX5 B&W Fixer & Hardener for amateur use – The Package consists of 1 bottle of 800 ml of part A and 1 bottle of 200 ml of 
part B to mix together to obtain 1 L of ready to use solution.  
 
ISTRUZIONI DI SICUREZZA SAFETY INSTRUCTIONS 
Per quanto riguarda la sicurezza consultare la MSDS o contattare BELLINI FOTO S.r.l. via e-mail: info@bellinifoto.it o 
telefonicamente al numero +39 075 985 174. Maneggiare con cura e seguire le istruzioni di utilizzo. Indossare sempre guanti 
protettivi ed occhiali. Tenere fuori dalla portata dei bambini.  
For detailed safety and handling instructions refer to MSDS or contact BELLINI FOTO S.r.l. by e-mail: info@bellinifoto.it or by 
telephone +39 075 985 174. Handle with care and follow safety and handling instructions. Wear gloves and use safety 
goggles; keep out of reach of children. 
  
              

 
ISTRUZIONI MISCELAZIONI MIXING INSTRUCTIONS 

 
 

 
 
 
 
 

 
 
 
 
 
 
RESA  YIELD 
 
1 litro di prodotto:       1 litre of product: 
 
 
   4 - 5 m2   carta politenata             4 - 5 m2   resin-coated paper 
   2 - 4 m2  carta  baritata              2 - 4 m2  fiber-based paper 
 
 
 
 
 

Soluzione Pronto Uso 
Ready to use Solution 

Concentrato parte A 
Part A Concentrate 

Concentrato parte B 
Part B Concentrate 

 
1 L 

 
800 ml  200 ml 

BWFX5AM1 
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