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ROLLEI
RPN

ROLLEI PRINT NEUTRAL eco is a premium quality develo-
per for tray and machine processing without hydroquinone.
Unsurpassed Dmax with minimal haze. Excellent tonal rich-
ness. Long durability with high utilization.

DILUTION1+9:
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900ml water + 100ml RPN eco =1 working solution
Temp. 20°C / 68°F | Agitate regularly

TIME CAPACITY

APPLICATION DILUTION

(20°C/68°F) (m?/LITRE)
RC PAPER 149 1-2 4-5
FB PAPER 1+4 15-2 2-4

GENERAL NOTES:

CHEMISTRY | DILUTION | TIME | INTERVAL:
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ROLLEI
RPN

ROLLEI PRINT NEUTRAL eco ist ein Premium-Qualitits- [ GG

entwickler zur Schalen- und Maschinenverarbeitung ohne
Hydrochinon. Unlibertroffene Dmax bei minimalstem Schlei-
er. Exzellenter Tonwertreichtum. Lange Haltbarkeit bei
hoher Ausnutzung.

VERDUNNUNG 1+ 9:

- A -

900ml Wasser + 100ml RPN eco = 11 Arbeitsldsung
Temp. 20°C / 68°F | RegelmaRige Bewegung

CHEMIE | VERDUNNUNG | ZEIT | INTERVALL:

" ERGIEBIG-
VERDIIN- ZEIT

ANWENDUNG NUNG  (20°C/68°F) '(‘lfg

RC PAPIER 149 1-2 4-5

FB PAPIER 144 15-2 2-4

© 2019 Hans 0. Mahn GmbH & Co. KG | MACO PHOTO PRODUCTS | Brookstieg 4 | 22145 Stapelfeld | Germany | www.rolleianalog.com Tag #rollei_analog and share your unique work with the entire community of @rollei_analog



