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ENGLISH | DATA SHEET | ACETIC ACID 60%

A stop bath is recommended between develo-
per and fixer if the machine configuration per-
mits. This has the following functions: It stops 
post-development. It stops alkaline developer 
being carried over into the fixer. This prevents 
the formation of dichroic fog. It permits the use 
of a neutral fixer. It lengthens the life of the fixer.

B&W STOP BATH

ACETIC
A C I D  6 0 % 

Art.No.APS10 | 500ml | EAN 4 024953 981144

WWW.COMPARD.EU

DILUTION
VERDÜNNUNG 1+19

PE / RC paper | PE / RC paper 1 min

Fiber paper | Baryt Papie 1 min

Films | Filme 1 min

Processing:

EN   CORROSIVE CAUSES BURNS.CORROSIVE CAUSES BURNS.  Keep locked up and out of reach of children. 
In case of contact with eyes, rinse immediately with plenty of water and seek 

medical advice. Wear suitable protective clothing, gloves and eye/face pro-
tection. In case of accident or if you feel unwell, seek medical advice 

immediately ( show the label where possible ). 
DE   ÄTZEND VERURSACHT VERBRENNUNGEN.ÄTZEND VERURSACHT VERBRENNUNGEN.  EUnter Verschluss 

und außerhalb der Reichweite von Kindern aufbewahren. Bei Berührung 
mit den Augen sofort gründlich mit Wasser ausspülen und Arzt konsultieren. 

Bei der Arbeit geeignete Schutzkleidung, Handschuhe und Schutzbril le/Gesichts-
schutz tragen. Bei Unfall oder Unwohlsein sofort Arzt hinzuziehen (wenn möglich, 

dieses Etikett vorzeigen).
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DEUTSCH | DATENBLATT | ACETIC ACID 60%

Zwischen Entwickler und Fixierer wird ein Stopp-
bad empfohlen, sofern die Gerätekonfiguration 
dies zulässt. Es hat die folgenden Funktionen: 
Es stoppt die Nachentwicklung. Es verhindert 
die Verschleppung von alkalischem Entwickler 
in den Fixierer. Dadurch wird die Bildung von 
dichroitischem Schleier verhindert. Sie ermög-
licht die Verwendung eines neutralen Fixierers. 
Es verlängert die Lebensdauer des Fixierers. 

B&W STOP BATH

ACETIC
A C I D  6 0 % 

Art.No.APS10 | 500ml | EAN 4 024953 981144

WWW.COMPARD.EU

DILUTION
VERDÜNNUNG 1+19

PE / RC paper | PE / RC paper 1 min

Fiber paper | Baryt Papie 1 min

Films | Filme 1 min

Verarbeitung:

EN   CORROSIVE CAUSES BURNS.CORROSIVE CAUSES BURNS.  Keep locked up and out of reach of children. 
In case of contact with eyes, rinse immediately with plenty of water and seek 

medical advice. Wear suitable protective clothing, gloves and eye/face pro-
tection. In case of accident or if you feel unwell, seek medical advice 

immediately ( show the label where possible ). 
DE   ÄTZEND VERURSACHT VERBRENNUNGEN.ÄTZEND VERURSACHT VERBRENNUNGEN.  EUnter Verschluss 

und außerhalb der Reichweite von Kindern aufbewahren. Bei Berührung 
mit den Augen sofort gründlich mit Wasser ausspülen und Arzt konsultieren. 

Bei der Arbeit geeignete Schutzkleidung, Handschuhe und Schutzbril le/Gesichts-
schutz tragen. Bei Unfall oder Unwohlsein sofort Arzt hinzuziehen (wenn möglich, 

dieses Etikett vorzeigen).


